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WOOD
PRODUCTS

We stand out as a company
specialized in international
trading products derived from

wood, offering both raw
materials or commodities as
products with added value.




%EWE PRODUCTS

Your best option for furniture, design, and decoration of all types of environments.

MDF (MEDIUM DENSITY FIBERBOARD)

Furniture and Decoration

MDF boards are widely used in furniture of all types,
cabinets, doors, interior decoration, floors.

Of excellent properties, easy polishing and painting, easy
workability, heat resistant, antistatic, long life, stable to the
environment and temperatures.

Technical Specifications

« Size or dimension: 1220mm*2440mm [ 1220mm*1830m
» Thicknesses: 1.8mm — 40mm
» Grade or quality: El, E2, Carb P2, EO, F4Star
« Density: 600KGS/CBM—1000KGS/CBM
» Surface: Sanded both faces
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« Raw material/Wood speme(s): Poplar, Eucalyptus, Hardwood, Pine, etc.

« Colours: Natural, Green (MR), Red, Black, Blue +56 9 4205 8882 - +56 9 9828 3172
contacto@pewenwp.cl

www.pewenwp.cl
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MDF (Medium Density Fiberboard)

TECHNICAL PARAMETERS

Item unit MDF

Thickness mm >3~5 >5~6 >6~9 >9~13 >13~22 >22~30

Density kg/cbm 650~880

Tolerance of density % £10

Moisture content % 3.0~13.0

Tolerance of thickness mm thickness =12mm=0.20 thickness >12mm=0.30

IV?LIetLance of length and mm/m £9.0

Diagonal deviation mm =6.0

Bending strength mpa =29 =28 =27 =26 =24 =23

Inner bonding strength mpa =0.6 =0.5 =0.45 =04

Surface bonding strength  mpa =0.6 =0.6 =0.6 =0.6 =0.9 =0.9

Modulus of Elasticity mpa Zg_f;giﬁggg =2600 =2600 =2500 =2300 =1800 CONTACT US
: = : = =
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Appearance quality

requirement refer to inspection Standard GB/T 11718-2009
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